
 Flat Feed coil to Corrugated panel 

 

 

 

 

 

1. There are seven feed coil widths to be fed through the Roll Former. 

2. Corrugated widths may vary due to coil thickness. 

3. Corrugated width calculation is: 

 

 

Item Feed Coil  
Width 

(Inches) 

Feed Coil 
Width 
(mm) 

Finished 
Corrugated 

Width 
(Inches) 

Finished 
Corrugated 

Width 
(mm) 

Gauge  
Thickness 

(AISI) 

Gauge  
Thickness 

(AISI) 
(Inches) 

1 13.5 342.9 11.9266 302.9358 20 & 22 .039” & 0.033” 

2 16 406.4 14.22 361.1927 22 0.033” 
3 24 609.6 21.5596 547.6147 22,20, & 18 0.033”, 0.039”, 

& 0.051” 
4 27 685.8 24.3119 617.5229 20 & 18 0.039” & 0.051” 

5 33.5 850.9 30.2752 768.9908 20 & 18 0.039” & 0.051” 
6 40 1016 36.2685 920.4587 20 & 18 0.039” & 0.051” 

7 48 1219.2 43.5779 1106.8807 20 & 18 0.039” & 0.051” 

Feed Coil Width”  –  0.5” Hem Width 

1.09 Corrugation Factor 

  


